napp-it cs — First Steps

rc 10.2 | 2026

1. Installation

Windows (Admin terminal):

cmd /c "curl.exe -ksLo STEMP%\cs setup.bat https://www.napp-it.org/cs setup.bat
&& %TEMP%\cs setup.bat"

Linux / OmniOS / FreeBSD / macOS (root):

curl -ksL https://www.napp-it.org/cs_setup.sh | sh
Optional — Latest development version (dev/nightly/test, for experienced users):

cmd /c "curl.exe -ksLo %TEMP%\cs setup dev.bat
https://www.napp-it.org/cs_setup dev.bat && %TEMP%\cs setup dev.bat"

curl -ksL https://www.napp-it.org/cs_setup _dev.sh | sh

2. Start

perl /opt/csweb-gui/start.pl 1

Option 1 starts all services in background: webserver, server, monitor, auto.
Autostart (after reboot):

perl /opt/csweb-gui/autostart.pl

Sets up autostart on boot (systemd, Task Scheduler, or launchd, depending on OS).

3. Browser

Local https://localhost

Remote https://server-ip (accept certificate)

4. First login

Username admin

Password admin (change immediately: User > Change Password)
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2FA Optional: About > Settings

5. Checklist

[1 Change password (User > Change Password)

[l Set hostname (System > Hostname)

[1 Create or import ZFS pool (Pools > Create/Import)

[l Create ZFS filesystem (Filesystems > Create)

1 Configure SMB/NFS share (Filesystems > Share)

[l Create replication job (Jobs > Replicate > Create replication job)
[l Configure S3/RustFS for backup (Jobs > S3 Backup)

[l

Add servergroup member (ZFS Servergroup > Add)

6. zstream — ZFS Replication (rc 10.2)

zstream replaces netcat. AES-256-GCM transport encryption, 128 MB buffer, rate limiting.

Buffer 128 MB default (0 = off, or e.g. 256m)
Rate limit Default: off (e.g. --rate=100m for shared links)
Log /tmp/zstream.log after each replication
GitHub https://github.com/guenther-alka/z-stream
7. Stop

perl /opt/csweb-gui/start.pl 0
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